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(54) Abstract Title: Mono-diameter wellbore casing 



(57) A mono-diameter casing formed when a tubular 
liner (210) and an expansion cone (205) are 
positioned within a new section fo a wellbore (100) 
and the tubular liner (210) is overlapped with a 
pre-existing casing (115). A hardening fluid is 
injected into the section of the wellbore (100) below 
the level of the expansion cone (205) and into the 
annular region between the tubular liner (210) and 
the wellbore (100). The inner and outer regions of 
the tubular liner (210) are isolated. Then a non 
hardening fluid is injected into the interior region of 
the tubular liner (210) to pressurize it below the 
expansion cone (205). The overlapping portion of 
the pre-existing casing (115) and the tubular liner 
(210) are then expanded using an expansion cone 
(205). 
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(57) Abstract: A mono-diameter casing formed 
when a lobular liner (210) and an expansion 
cone (205 1 arc positioned within a new section 
fo a wellborn < 100) and the tubular liner (210) is 
overlapped with a pre-existing casing (115). A 
hardening fluid is injected into the section of the 
wcllburv i lllh hcUm the level of the expansion cone 
(205 1 and inio the annular region between the tubular 
liner 121th and die uellbore (100). The inner and 
outer feeiurt* ihc tubular liner (210) are isolated. 
1 hen j iH»n rurdenini! fluid is injected into the interior 
return of the luhuUr liner (210) to pressurize it below 
the evrnmnm cone i205>. The overlapping portion 
of the frc et inline casing (115) and the tubular finer 
(2ll» are then expanded 
(205 > 



WO 02/068792 Al IBIllMIIIIMIfillMIH 



GB, GR, IE, IT, LU MQ NL, PT, SE, TR), OAPI patent 
(BF, BJ. CF, CG, a, CM, OA, ON. GQ. GW, ML, MR, 
NE, SN, TD. TG). 

Declaration aider Rule 4.17: 

— of Inventorship (Rule 4. I 7(rvJ) for US only 

Published: 

— with international search report 



— with amended claims 



Date of poblieatioo of toe ameaded claims: 3 1 October 2002 



For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations " appearing at the begin- 
ning of each regular issue of the PCT Gore tie 



